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Rear-wheel gear drive

BBC fingertip bail control

26" Die-cast aluminum

Kawasaki FJ180V

2.0 mph to 4.1 mph

3-speed transmission

Mechanical with blade brake

10 x 3.0-7 semi-pneumatic

8 x 2.0-6 semi-pneumatic

N/A

Mulching System
Side-Discharge Kit
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Optional  
Accessories

Hydrostatic

Enhanced Control System (ECS);  
instant forward-to-reverse control

Full-floating (Series 3) side-discharge 
standard with option to bag or mulch; 
5.0" deck depth 
Widths: 36," 48" and 52" 
Cutting Height: 1.5" to 4.5"  
in 0.5" increments 
Quick Height Adjust System

16 and 18 hp Kawasaki  
(recoil), 20 hp Kawasaki  
with electric start*

0-6.2 mph forward; 0-2.2 mph reverse

Infinitely variable speed control  
located on primary operator-control 
panel

Mechanical with blade brake

16 x 6.5-8 (36"), 16 x 7.5-8  
(48" and 52"), all 4-ply Turf Master

Double-yoke, 9 x 3.5-4,  
smooth tread, semi-pneumatic

Standard, mechanical compression

Micro-Mulch System 
3-Bushel Side Bagger 
Exmark Turf Striper 
Exmark StandOn 
Additional Weight Kit 
Operator Controlled Discharge 

36" and 48" dual-belt drive 
32" single-belt drive

Enhanced Control System (ECS) or  
pistol grip; shift lever with reverse assist

Fixed-deck (Series 3) side-discharge 
standard with option to bag or mulch; 
5.0" deck depth 
Widths: 32," 36" and 48" 
Cutting Height: 1.0" to 4.25" in  
0.25" increments

16 hp Kawasaki

2.0-6.2 mph forward  
with reverse-assist

5-speed transmission

Mechanical with blade brake

13 x 5.0-6, 4-ply Turf Saver (32");   
13 x 6.5-8, 4-ply Turf Master (36" and 48")

Double-yoke, 9 x 3.5-4,  
smooth tread, semi-pneumatic

Standard

Micro-Mulch System 
3-Bushel Side Bagger 
Additional Weight Kit 
Operator Controlled Discharge 

Hydrostatic

Enhanced Control System (ECS);  
instant forward-to-reverse control

Full-floating UltraCut™ side-discharge 
standard with option to bag or mulch; 
5.5" deck depth with flexible  
discharge chute 
Widths: 52" and 60" 
Cutting Height: 1.5" to 4.5"  
in 0.5" increments 
Quick Height Adjust System

24 hp Kawasaki® with electric start,*  
20 hp Kohler® Command™ SP
with electric start

0-6.75 mph forward; 0-2.25 mph reverse

Infinitely variable speed control  
located on primary operator-control 
panel

Electric PTO w/200 ft-lbs 
electromagnetic clutch

18 x 8.5-8, 4-ply Turf Master

Double-yoke, 11 x 4.0-5,  
smooth tread, semi-pneumatic

Standard, mechanical compression

Micro-Mulch™ System 
3-Bushel Side Bagger 
Exmark® Turf Striper 
Exmark StandOn 
Operator Controlled Discharge 

Hydrostatic

Enhanced Control System (ECS); 
instant forward-to-reverse control

Fixed-deck (Series 3) side-discharge 
standard with option to bag or mulch; 
5.0" deck depth 
Widths: 36" and 48" 
Cutting Height: 1.0" to 4.25"  
in 0.25" increments

16 hp Kawasaki

0-6.2 mph forward; 0-2.2 mph reverse

Infinitely variable speed control 
located on primary operator-control 
panel

Mechanical with blade brake

16 x 6.5-8  
all 4-ply Turf Master

Double-yoke, 9 x 3.5-4,  
smooth tread, semi-pneumatic

Standard, mechanical compression

Micro-Mulch System 
3-Bushel Side Bagger 
Exmark StandOn 
Additional Weight Kit 
Operator Controlled Discharge 

Self-propelled

Zone start or  
BBC fingertip bail control

21" Die-cast aluminum
Mulch kit standard
5.0" deck depth

Kawasaki FJ180V  
Honda®* GXV

0.0 mph to 4.2 mph 
 

Infinitely variable speed

Mechanical

9 x 2.5 semi-pneumatic

9 x 2.5 semi-pneumatic

N/A

Rear-Discharge Kit

Self-propelled or push models

Zone start

21" Die-cast aluminum
5.0" deck depth

Kawasaki FJ180V KAI  
Honda® GSV

0.0 mph to 4.2 mph 
 

Infinitely variable speed

Mechanical

9 x 2.5 semi-pneumatic

9 x 2.5 semi-pneumatic

N/A

Rear-Discharge Kit
Engine Guard
Wear Plate
Mulch Plug
Cushion Grip Controls
Rear Door Handle

**See your dealer for available CARB-compliant models.

hydro drive walk-behinds GEAR drive walk-behinds
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